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 N E X lam  D W© Technical data: 
DRY & WET Laminating machine. 
 Web width………  400- 1600mm 

 Max operating speed  300 m/min 

 Unwinders max diameter   600 -1200 mm 

 Rewinder max diameter  600 -1200 mm 

 Materials: BOPP/PET/PVC/PE/PAPER/LAMINATES/ 

   ALUFOIL/CARDBOARD 

 Suitable for solvent and water base adhesives 

 

Other features 
 Digital tension control 

 Automatic edge guiding system 

 Digital AC motor drive 

 Wide Touch Screen HMI 17” 

 Operator friendly HMI _ NEXEASY© 

 Ethernet remote diagnostic 

 Shaft-less unwinders - On request 

 Sleeve system – On request 

 Wet lamination unit -  on request 

 CE certified 

 
 

 
 
 

 
 

 

 
 

 

 

 

     

 

 

 

 

                     

     
 

 

 

                     Advanced Converting Equipment Ltd, 25 Pendle Road, Clitheroe, Lancashire, BB7 1JQ - UK 

Your contact is: Mr. Barry Taylor 
Advanced Converting Equipment Ltd  
Email: sales@ace-machine.co.uk 
Mob: 00 44 (0) 7771 735875 
Dir: 00 44 (0) 1200 442300 
www.ace-machine.co.uk 
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